
s p e c i f i cat i o n s

fabric
100 % MagiCloth™ LOADER AND SETTER

technical features
grammage: 400 g/m2
type: 100 % ACRYL TF fabric

dimensions
customised:  according to the model of your conveyor

certificates
HACCP,  IFS, FDA, certificate of suitability, maintenance instructions

colour card
natural colour

washing the product before first use
yes

washing temperature range
pre-washing: 30 °C
main washing: maximum 40 °C

use of protein degradation enzymes during washing
yes

soaking preparations and laundry detergents
odourless, according to HACCP guidelines

predicted shrinkage 
technical fabric: 2 % (considered in the product)

ironing
not necessary

drying
dry stretched, at room temperature



r e d u c e d n e e d f o r a p p ly i n g 
s ta r c h a n d f lo u r

The MagiCloth™ LOADER AND SETTER fabric reduces 
the risk of microbiological contamination and provides 
optimal conditions for the dough to proof.

	— 	Reduces the need to apply flour or starch to the cloth 
	— Allows soft dough to proof without sticking to the 

surface
	— 	Reduces the absorption of moisture and allows the 

fabric to dry faster
	— 	Ensures a long service life (at least 3 years) with 

proper maintenance
	— 	Easy handling, quick disassembly and assembly
	— 	Use of protein degradation enzymes during washing 

is permitted
	— 	Maintenance made easy
	— 	Guaranteed professional washing and service

Cloths are available in standard dimensions, but we also 
provide customised items. Cloths may be equipped with 
an inset label, which enables traceability and better 
visibility throughout the production process.

The fabric is dimensionally stabilised during washing 
and provides for a minimal shrinkage, which is taken into 
account during the manufacturing process. Washing is 
simple and takes place according to a predetermined 
procedure (detailed maintenance instructions are 
included with the product). The cloth is intended for 
contact with dough and is equipped with a declaration 
of suitability.
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